MyBERNINA Needle and Thread
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Serger Needles

BERNINA sergers use the same type of needle
as most sewing machines: 130/705H. Note: An
exception to this is the JLx2 needles that can
help perfect the cover stitch on models 1300
MDC and 009DCC.

Use size 80/12 or 90/14 needle in your serger;
larger needles can interfere with looper move- Shz i{tﬂs gfd:tymi%g!f
ment and cause damage; smaller needles may (T )
not form the stitches correctly. Groove (on the front} ——w——»g

Scarf (on the back)
Eye
Point

Always make sure needles are fully inserted as
high as possible, with the flat side to the back.

When using both the right needle and the left
needle, the needles will not be even when they
are fully inserted. The left needle will be slightly
higher than the right one.

——— Shaft

Serger Thread

Serger threads are usually polyester and are finer (lighter weight) than many sewing machine threads to
avoid thread build-up and excessive bulk in seams. It is important that serger thread is smooth without
variations in diameter as it needs to feed smoothly through many thread guides for good stitch formation.
You also want a good-quality thread — such as Mettler Metrocor — that is not “fuzzy” and does not leave
excessive lint in the lower part of your overlock machine. Serger threads are sold on cones for economy
and convenience; regular spools of thread may be used but will not last very long when forming serger
stitches. Along with serger thread, there are applications that call for specialty and decorative threads.
Listed below are some of these threads commonly used in the serger:

Texturized Nylon Thread — such as YLI Woolly Nylon and Mettler Metroflock — a very elastic
thread with excellent coverage; perfect for rolled edges and knit seams. Available in solid
and variegated colors, and metallics.

Polyester Topstitching Thread — such as YLI Jeans Stitch & Mettler Cordonnet — this heavy
thread is used for decorative stitching (flatlocked seams and overcast edges). Also
nice for cover and chain stitching. Available in solid and variegated colors.

Rayon Decorative Threads — such as YLI| Pearl Crown Rayon & YLI Designer 6 — shiny

threads for decorative applications. Pearl Crown Rayon is twisted, while Designer 6 is

untwisted. Available in solid and variegated colors.

Metallic Decorative Threads - such as YLI Candlelight — adds a bit of glitz to seams and edgings.

Decorative Sewing Threads — sewing machine threads can also be used in the serger, and are
particularly effective when several are used together as one thread.
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Needle Chart -

Never use a needle bigger than size 90/14 in your serger;
larger needles can interfere with looper movement and cause damage.
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Ball Point 70-80

Has a rounded point. 70 for lingerie, nylon, jersey;
80 for T-shirt; 90 for sweatshirt fleece.

Stretch 70-90

A stretch needle has a more rounded point and
a blue anti-cling coating which helps to prevent

skipped stitches in knits and elastic. Sometimes
used on Ultrasuede®, vinyl, and plastic.

Universal 60-80

A compromise between a sharp and a ballpoint
needle; ean be used on both wovens and knits.
60 — very fine batiste
70 — broadcloth
80 — trigger and gabardine
90 — denim and twill

Jeans 70-90

Has a sharp point and a shaft that is less prone to
flex. The sharpness of the needles makes it better for
use on denim and woven fabrics where a clean stitch
is desired.

Microtex 60-90
Sharp
(Schmetz)

A sharp point with a thin shaft. 60-90 corresponds
to the weight of the fabric; as the fabric gets heavier
or denser, the number is higher. Specially designed
for microfiber fabrics.

Microfiber assort'd
(Lammertz) (75 & 90)
Quilting

The thin, tapered point.of this needle causes less
damage to fabric when seaming and cross seaming.

Topstitch  80-90

A sharp point with a large eye and deep groove.
Use with heavier fabrics — the large groove cradles
heavy threads.

Embroidery 75-90
{Schmetz)

Metafil (Lammeriz)

Sharp needle with a large eye and groove; also has a
coating and a larger scarf. For use with embroidery
thread — prevents shredding of rayon or metallic
threads. Two threads may be used through the eye of
an 80 or 90 needle.

Leather 80-90

Point is a sharp cutting wedge. Used for leather only.
Not for vinyl or simulated leathers. '
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Adjusting Tensions

FADIIC eeeireneeeesreersreneeesreeraeasenssarsssnesans 6 pieces ﬁrm fabric, each 3" x 6"

........................... reveemresnrnsasnarensennenns | PIECE OF lightweight cotton, 3" x 4”
NEEAI e eceeeeeereseesesmerssnraasesesssessserssmesamastmvasenesnnsspanssranss 80/12 Universal
TRIEAT ceen e ereereveneeaeerresmsirane s e s anaessesavssmneanees 4 cones of serger thread

.......................................................................... (yeﬂow red, green, blue)
Presser Foot standard
SHECH 1nereerneeceercessssssnseevsseassessansesaniassanenssnsessensnnssananasn . 4-thread overlock

\
&Lower Looper - Increased Tension = i '
Thread the serger for a 4-thread overlock stitch using thread colors

to match the color-coded threading path on the serger.
Fold each piece of the firm fabric to 172" x 4" and set aside.

Locate the thread tension levers on the front of the serger. From left
to right, these levers adjust tension for the Left Need!e Right Needle,
Upper Looper, and the Lower Looper.

Adjust the lower looper thread tension lever to 7 to increase the
tension on the looper thread

Place the first piece of folded fabric under the presser foot with the
fold to the right and serge to the end of the fabric, cutling off the fold.

Examine the sample. The looper threads do not lock on the edge of
the fabric. The upper looper thread is pulled tightly to the back of the
stitch. The left needle thread may be pulled to the back of the stitch.

Trim, label, and mount the sample.

& Lower Looper - Decreased Tension
Change the lower looper thread tension lever to 2 to decrease the
tension on the looper thread.

Serge the second piece of folded fabric, cutting off the fold.

Examine the sample. The looper threads do no’c jock on the edge of
the fabric. The lower looper thread is visible on the face of the fabric.
The looper threads are very loose.

Label, trim, and mount the sample Return the thread tension levers
to normal.
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g ' Decreased fower
g4 fooperteasion

3 fcreased fower
#1~y  fooper tension

fBa}anced 4-Thread Overlock ,
Upper LOOPET ..covueesiecineransanesssens 3-5 Cutting Width ..o 2-3
Lower Looper ........ et 3-5 Stitch Length e 2.5mm
Left Needle e 3-5 Differential Feed ..o N
\ Right Needle .....omrwemrmssiesaeeees 3-5 Stitch Selection Lever ... A y
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Adjusting Tensions, continued

>§(Uppen' Looper - Increased Tension
Adjust the upper looper thread tension lever to 710 mcrease the
tension on the looper thread
Serge the third piece of folded fabrid, cuiting off the fold.
Examine the sample. The looper threads do not lock on the edge
of the fabric. The lower !ooper thread is pulled tightly to the front
of the stitch.

Label, trim, and mount the sample.

g Upper Looper - Decreased Tension
Change the upper looper thread tension lever to 2 fo decrease the
tension on the looper thread.
Serge the fourth piece of fdided fabric, cutfing off the fold.
Examine the sample. The looper threads do not lock on the edge
of the fabric. The upper looper thread is visible on the back of the
fabric. The looper threads are very loose.

Label, trim, and mount the sample.

Return the thread tension levers' to normal.

Mastermg
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% grBa%anced 4-Thread Overlock h {
| Upper LOOPET .ccverrencesicssinsiinns 3-5 Cutting Width e 2-3 |
[ Lower LOOPEN w.cieerrrccansmsiimacien: 3-5 Stitch Length oo 2.5mm |
| Left Needle ... ecmiiinees 3-5 Differential Feed ...oooeeeiree N [
| Right Needle ..veeeererrerircrionens 3-5 Stitch Selection Lever ... A |
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Adjusting Tensions, continued

Right Needle - Decreased Tension

Adjust the right needle thread tension lever to 2 (down) to decrease
the tension on the needle thread.

Serge the fifth piece of folded fabric, cutting off the fold.

Examine the sample. The needle thread forms large loops on the
back of the fabric.

Label, trim, and mount the sample.

eft Needle - Decreased Tension
Adjust the left needle thread tension lever to 2 to decrease the tension
on the needle thread.
Serge the sixth piece of folded fabric, cutting off the fold.

Examine the sample. The needle thread forms large loops on the back
of the fabric. :

Label, frim, and mount the sample

&’ Both Needles - Increased Tensxon

Adjust both the left and right needle thread tension levers to 7 to
increase the tension on the needle threads.

Fold the piece of lightweight woven cotton fabric to 172" x 4.
Serge the folded fabric, cutting off the fold.

Examine the sample. The lower looper thread is pulled to the front
of the sample and the stitch is puckering the fabric.

Label, trim, and mount the sample.

Return both needle thread tension levers to normal.

MasteriNG Your BERNINA® Sereers 6/2006
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Adjusting Tensions Samples

decreased left needle tension .

L

7 X
Ralanced 4-Thread Overlock
Upper LOOPET c.uireseccnansisssnnee 3-5 Cutting Width ceeeevrreeereccmeeneeaees 2-3
LOWET LOOPET cceerecvreniarnesnnannnesas 3-b Stitch Length.ecevceeeceinenen. 2.5mm
Left Needle e serrieaensnennns 3-5 Differential Feed ....orincnccnnns N
9 Right Needlg ...rwreremssseesrsseiasess 3-5 Stitch Selection Lever ... A y
e e e e T e T T T T T -
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yBERNINA Differential Feed: Stretchy Fabrics
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~Serger Workbook

Thread the serger for a 4-thread overlock stitch using
thread colors to match the color-coded threading path
on the serger. Adjust all thread tension settings as
indicated below.

Set the cutting width as needed and set the stitch length
to 2.5mm.

With differential set at N, serge two of the ribbing pieces
together along one 6” edge. If the fabric is stretchy enough
you will have a wavy edge.

Adjust the differential to 2.0. Stitch along the 6” side,

serging the remaining ribbing to the other side of the piece,

trimming slightly. With differential at a higher setting, the
wavy edge should be eliminated.

Mark the differential settings on the fabric sample.

Return the differential feed setting to N (normal).

A
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Thread the serger for a 4-thread overlock stitch using thread
colors to match the color-coded threading path on the serger.
Adjust all thread tension settings as indicated below.

With differential set at N, serge on one 6” edge. If fabric is
lightweight enough you will have a puckered edge.

Adjust the differential to 0.7. Serge along the other 6" edge,
trimming slightly. With a low differential setting, the puckered
edge should be eliminated.

Mark the differential settings on the fabric sample.

Return the differential feed setting to N (normal).

Differential Feed: Soft Fabrics
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Thread the serger for a 4-thread overlock stitch using thread
colors to match the color-coded threading path on the serger.
Adjust all thread tension settings as indicated below.

Fold fabric in half to 3" x “6” and place under the presser foot.
Take 2-3 stitches on the fabric. Lower the needles into the fabric.
Raise the presser foot and with your left hand gently pull the thread
chain around the needles to the knife.

Lower the presser foot and continue serging (cutting off the excess
thread chain) until you are one stitch off the end of the fabric.

Locate the Stitch Selection lever on the right side of the cloth plate;
pull it towards you, releasing the thread chain from the stitch
tongue.

Raise the presser foot and carefully flip the fabric over so that

the lower looper side of the previously serged seam will be
overstitched.

Place the fabric under the presser foot so that the first stitch will
enter the fabric when you begin stitching.

Slide the Stitch Selection lever towards the body of the serger.
Serge for about 1", overstitching the previous stitching. Guide the
fabric so as not to cut the previous stitching. Optional: Rotate upper
Kknife up.

Raise the toe of the presser foot and rotate the fabric 90° clockwise.

Serge off the edge of the fabric.

If the upper knife is up, rotate it down into the cutting position.

Securing Serged Seams
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MERN|N A Outside Corner

“"8erger Workbook """ T T T T T

Using the small screwdriver and brush/needle insertion tool, remove
the left needle. Snug the needle set screw after removing the needle.

Thread the serger for a narrow 3-thread overlock stitch using thread
colors to match the color-coded threading path on the serger. Adjust
all thread tension settings for a balanced stitch as indicated below.

trimmed
Outside Corner - | ~ comer

i

Oprion |

« Serge one edge of the fabric, stitching off the end of the
fabric. Trim the thread tail.

« Continue serging around the square, crossing over previous
stitching.

» Use a seam sealant on the untrimmed thread tails (or use a
tapestry needle to weave the thread tail back through the stitching).
When the seam sealant is dry, trim the thread tails.

Orption 11

+ Beginning at one corner, serge (trimming very slightly as you sew)
to the end of the fabric. Take one stitch off the end of the fabric.

» Locate the Stitch Selection lever on the stitch plate and pull it S
toward you. This will free the thread from the stitch finger. untrimmed

« Lift the presser foot and carefully pivot the fabric 90° counter clockwise. ~ °Mer

* Return the Stitch Selection
lever to normal (away
from you).

« Place the needle one
stitch into the fabric and
lower the presser foot.

« Continue serging until
you are one stitch off the
next corner.

* Repeat the corner turning
procedure and continue
serging.

18




Using the small screwdriver and brush/needle insertion tool,
remove the left needle. Snug the needle set screw after
removing the needle.

Thread the serger for a narrow 3-thread overlock stitch.using
thread colors to match the color-coded threading path on the

serger. Adjust all thread tension settings for a rolled edge as
indicated below.

Pull the Stitch Selection Lever toward you.

Place the fabric under the presser foot and serge along one 6”
edge.

Return stitch length and thread tension levers to normal.
Return the Stitch Selection lever to normal sewing position.

Optional: Thread the serger for a 3-thread rolled edge (right
needle) with Woolly Nylon in the upper looper. Because of the

stretch of the Woolly Nylon thread, the tension of the looper may

need to be loosened. Serge the edge opposite of the previously
stitched rolled edge.

3-Thread Rolled Hem

19
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Set the serger for a 3-thread rolled edge stitch (right needle); adjust
the settings as directed below.

Attach the Blindstitch Foot.
Puli the Stitch Selection lever toward you.

Raise the upper knife and lock it in the “up” position. You will not cut
fabric with this technique.

Move the fabric guide just to the left of the knife line on the stitch
plate.

Mark three lines 1" apart across the fabric.

Fold the fabric wrong sides together along one marked line and
place the fabric under the presser foot with the fold against the
guide.

Serge the tuck; repeat for the two remaining marked lines.

Return the rolled hem lever to the normal serging position.




X Sergers

Three-Thread Narrow Seam

FADIIC wvieireeeeeeereessrsesssasresersnesesassesssnassvnssnssrsntesanassrannassnsyssss batiste, 5" x 6”
N Y=Y | L= DETTUT RS OURRSPS R 80/12 Universal
21 0=7- 1o DTSSR SRRSO 3 cones serger thread
PrESSEE FOOL reveeciieseeeereeerereesarcssssssssaassnsssees s snnn s s nssasessasnes standard
SHECN voeeerrroeeeeeerocesereesseasarmnesaaeaerasssnsasssensssstnsssrens 3-thread narrow seam

Following the diagrams in your owner’s manual, thread the serger for a
3-thread narrow seam (right needle). Adjust settings as indicated.

Adjust cutting width to 1.5mm.

Adjust stitch length to 1.75mm (normal).

Pull the Stitch Selection lever toward you (out from the machine).
Fold the fabric in half to 22" x 6.

Serge along the folded edge of the fabric.

Trim and mount the sample.

Your
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Three-Thread Narrow Seam Sample

N
fBaianced 3-Thread Narrow Seam
Upper Looper........ccueeoeennnn., 4-6 Cutting Width .........oovevere, 1.5
Lower Looper .......cuvceeeeveeen. 4-6 Stitch Length....cucvereennn 1.7mm
Left Needl@ ..ooeoeneeeeeeee n/a Differential Feed ......ooovvoo N
Right Needl€ «.......vereeeeernn 3-5 Stitch Selection Lever.............. Vv
\_ J
b ————— T i
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Turning Tubes

F= 1o £ oI U RS tricot, 2" x 6” i
NEEUIE orroeoosoeoeees e seee e 75111 Stretch or Ballpoint | Notes
Thread ... eveeeeveraererannueaeeresean 3 cones serger thread ;
PrESSET FOOL woiiieirereereeeeiceerareecessseeres s s s ersre s sesmene v ensnanananess standard |
£31111e3 3 [N emrerererssaeesesssnseanreeeesnneniaan narrow 3-thread overlock l
|
Set the serger for a narrow 3-thread overlock stitch (right needle). Adjust |
settings as indicated for a balanced stitch. |
Adjust stitch length to 1.5mm. 2
Serge a thread chain several inches longer than the fabric. :
Fold the fabric, right sides together, to 1” x 6” encasing the thread chain ;
against the fold. |
With the folded edge aligned with the left edge of the presser foot, serge {
the tube. Be careful not to catch the thread chain in the stitching. |
l
After stitching the tube, gently pull on the thread chain and turn the tube |
right side out. |
|
Mount the sample. |
|
!
|
|
I
!
|
|
|
l
|
|
|
i
l
|
|
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Turning Tubes Sample
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/~ Mastering
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Balanced 3-Thread Overlock - Narrow
Upper Looper ......cccecvcmveeevcnnnne 4-6 Cutting Width .....oveeeeeeeeee, 2-3
Lower LoOper .......coceeveeeceeiernen. 4-6 Stitch Length........coveineeee. 1.5mm
Left Needle ..oeerveeeeeeeene n/a Differential Feed ........ooveveveveereennene N
Right Needle .......cceeevecercmmeneen. 3-5 Stitch Selection Lever.................. A
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